
chapter C-24.2, r. 44

Regulation respecting the use of non-skid devices on the tires of certain road vehicles
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Highway Safety Code
(chapter C-24.2, s. 441).
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1.  Studded tires may be used, from 15 October of a year to 1 May of the following year, on any
commercial vehicle with a loaded mass not exceeding 3,000 kg, any passenger vehicle and taxi, provided that
such a vehicle has studded tires on both ends of an axle and, where it has studded tires on the front axle, such
tires are also installed on the rear axle.
M.O. 98-11-05, s. 1.

2.  Chains may be used, from 15 October of a year to 1 May of the following year, on the tires of any
emergency vehicle, any farm tractor or any other road vehicle used for snow removal and winter maintenance.
M.O. 98-11-05, s. 2; M.O. 2005-007, s. 1.

2.1.  Despite sections 1 and 2, for the year 2020, the date of 1 May is replaced by the date of 5 June.
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M.O. 2020-07, s. 11.

3.  (Omitted).
M.O. 98-11-05, s. 3.

UPDATES
M.O. 98-11-05, 1998 G.O. 2, 4469
M.O. 2005-007, 2006 G.O. 2, 587
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M.O. 2020-07, 2020 G.O. 2, 875A

HIGHWAY SAFETY CODE — NON-SKID DEVICES
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